... more than a network. 


Cluster/One 





Typical Cluster/One Network Configuration 
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CLUSTER/ONE is a cost-effective distributed data processing system which brings immediate solutions to real 


business problems: 


LJ ad hoc reporting 

C accounts payable/receivable 
LJ financial planning/modelling 
Q sales tracking 

LJ inventory control 


L] general ledger 


LJ database management 

LJ mainframe communications 

O word processing/text editing 

LJ electronic mail - local and remote 
LJ branch office interconnects 


LJ training 


All this is possible today with NESTAR’s personal computer-based network. Up to 65 Apple II’s and Apple III's can be 
freely intermixed on a single network. Multiple networks, both local and remote, can be interconnected through our 
Communications Servers. Readily available applications software, such as NPL Database Management Language, 
the MESSENGER Electronic Mail System, and MULTICALC, a network version of Visicalc, are fully integrated on the 


network. 


Our sales people will be happy to answer your questions and help you configure a locally-networked system for your 
particular application, considering both your hardware and software needs. 








NESTAR products include: 
System Hardware 


QO 14-inch Winchester Hard Disks (16.5 and 33 Megabyte formatted capacities) 
O Cartridge Tape Back-Up Subsystem 

O Network Interface Cards for the Apple II and Apple II! 

L] Network Clock/Calendar Card for time-and date-stamping 


System Software 


Apple DOS, SOS, Pascal and CP/M 

Network File Server (Data Management System) 
Network Print Server (Spooled Printing) 

Network Communication Servers 

e Internetworking of local networks 

e Communications to mainframes 

e Communications to remote terminals 

e Communications to remote single station sites 


OOO 


Applications Software 


O The MESSENGER Electronic Mail System 
O NPL Database Management System 

O MULTICALC Financial Modelling System 
O DSS/F Financial Modelling System 


NOTE: All Apple and CP/M-based software can be used on Nestar workstations on a stand-alone 
basis. 


Systems Specifications Summary 

Data Rate: 250K bits per second 

Network Length per Segment: 1,000 ft. (300m) 

Total Number of Segments per Network: 4 (4,000 ft.) 

Maximum Distance between Stations (without repeaters): 1,000 ft. (300m) 


Network Medium: 16-Wire Flat or Shielded Twisted Pairs 
Number of Stations: Up to 65 per network segment 
Network Topology: Unconstrained 


Reliability Features: Redundancy checks on all addresses and data; packet retransmissions as necessary; timeouts to avoid 
lockups. 
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